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출력 품질을 최적화하려면 일부 보정 기능을 사용하는 것이 효과적입니다.

헤드 정렬(잉크 랜딩위치 오정렬 조정)

이 보정은 다음과 같은 경우에 수행되어야 합니다.

• 이 기기를 처음 사용하는 경우
• 사용할 미디어를 변경할 때
• 프린트 헤드 높이를 변경한 경우

절차

1. [MENU]를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
MEDIA GAP ADJ.

3. [▶]를 누르면 아래와 같은 화면이 나타납니다.

MEDIA GAP ADJ.
TEST PRINT

4. [ENTER]를 누릅니다.

테스트 패턴 인쇄가 시작됩니다.

5. 인쇄된 테스트 패턴을 보고 "MEDIA GAP ADJ. No.1" 및 "MEDIA-GAP-ADJ.-NO.2" 보정 값을 결정합니다.
두 선 사이의 정렬 불량이 가장 적은 값을 선택합니다. 다음 그림의 경우 "H1"은 "+5", "H2"는
"+4"를 선택합니다. 두 개의 연속 번호 중에서 선택할 수 없는 경우에는 그 사이에 있는 값을 선택하
십시오(수정 값은 "0.5" 단위로 설정할 수 있음). 두 개의 일련 번호 중에서 선택할 수 없는 경우, 그
사이에 있는 값을 선택하십시오(수정 값은 "0.5" 단위로 설정할 수 있음).

보정 기능 사용
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6. "MEDIA GAP ADJ No.1" 보정 값을 설정합니다.

(1) [▼]를 누르고 [▶]를 누르면 아래 화면이 표시됩니다.

SETTING
SETTING NO.1

(2)  [▶]를 누르면 아래와 같은 화면이 표시됩니다.

 H1 H2
  1  1

(3) [◀] 또는 [▶]를 눌러 "H1"부터 "H2"까지의 값을 선택합니다.

(4) [▲] 또는 [▼]를 눌러 보정값을 설정합니다.

(5) 보정 값 설정을 마쳤으면 [ENTER]를 누릅니다. 

아래 화면이 다시 나타납니다.

SETTING
SETTING NO.1

7.   [▼]를 누르면 다음 화면이 표시됩니다.

SETTING
SETTING NO.2

8. "MEDIA-GAP-ADJ.-NO.2" 보정 값을 설정합니다.

(1) [▶]를 누르면 아래와 같은 화면이 표시됩니다.

 H1 H2
  1  1

(2) [◀] 또는 [▶]를 눌러 "H1"부터 "H2"까지의 값을 선택합니다.

(3) [▲] 또는 [▼]를 눌러 보정값을 설정합니다.

(4) 보정 값 설정을 마쳤으면 [ENTER]를 누릅니다. 

다음 화면이 다시 나타납니다.

보정 기능 사용
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SETTING
SETTING NO.2

9. [◀]를 누르고 [▲]를 누르면 아래와 같은 화면이 표시됩니다.

MEDIA GAP ADJ.
TEST PRINT

10. [ENTER]를 누릅니다.

테스트 패턴 인쇄가 시작됩니다.

11. 테스트 패턴을 확인하여 보정이 성공했는지 확인하십시오.
모든 보정값에 대해 "▲"(즉, 현재 보정값)로 표시된 두 개의 수직선에 대해 오정렬이 최소화되었는
지 확인하십시오. 다른 수직선 세트의 정렬 불량이 더 작은 경우 보정 값을 다시 설정하십시오.

12. 보정이 성공적으로 수행되면 [MENU]를 눌러 원래 화면으로 돌아갑니다.

보정 기능 사용
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가로 밴딩 감소(피드 보정 기능)

인쇄된 표면의 띠 모양의 "가로 줄무늬"가 눈에 띄지 않도록 보정을 수행합니다.

띠 모양의 "가로 줄무늬"를 "가로 밴딩" 또는 "밴딩"이라고 합니다. 가로 밴딩은 미디어의 두께에 따라 미
디어를 공급할 때 발생하는 이동 거리의 미묘한 변화로 인해 발생합니다. 사용 중인 미디어에 맞게 보정하
는 것이 좋습니다.

먼저 테스트 패턴을 인쇄한 후 보정 값을 확인하고 입력합니다. 보정 값을 입력한 후 테스트 패턴을 다시 
인쇄하여 보정 결과를 확인하십시오. 테스트 패턴을 인쇄하고 보정값을 입력하는 과정을 여러 번 반복하
여 최적의 보정값을 찾습니다.

절차

1. 롤 미디어를 사용하는 경우 미디어가 처지지 않는지 확인하십시오.

2. [MENU]를 누릅니다.

3. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
CALIBRATION

4.    [▶]를 누르면 다음 화면이 나타납니다.

CALIBRATION
TEST PRINT

5. [ENTER]를 누릅니다.

테스트 패턴 인쇄가 시작됩니다.

6. 인쇄가 끝나면 [▼]를 누르고 [▶]를 눌러 아래 화면을 표시합니다.

SETTING
 0.00%   0.00%

7. 인쇄된 테스트 패턴을 보고 보정 값을 결정합니다.

현재 보정값(①)은 "▲"으로 표시된 그림의 값입니다. 위/아래 사각형 사이의 간격(②)과 겹침(③)이 
가장 작아지도록(④) 값을 선택합니다. 다음 그림의 경우 "-0.40"을 선택합니다. 두 개의 번호 중 하
나를 선택할 수 없는 경우 그 사이에 있는 값을 선택하십시오.

8.    [▲] 또는 [▼]를 눌러 보정값을 선택합니다.

보정 기능 사용
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SETTING
 0.00%  -0.40%

9. [ENTER]를 눌러 입력을 확인하십시오.

10. [◀]를 누른 후 [▼]를 누르면 아래 화면이 표시됩니다.

CALIBRATION
TEST PRINT

11. [ENTER]를 누릅니다.

테스트 패턴 인쇄가 시작됩니다.

12. 테스트 패턴을 확인하여 보정이 성공했는지 확인하십시오.
"▲"으로 표시된 수치(즉, 현재 보정 값)에 대해 간격과 겹침이 가장 작은지 확인하십시오. 다른 그림
의 간격과 겹침이 더 작은 경우 보정 값을 다시 설정하십시오.

13. 보정이 성공적으로 수행되면 [MENU]를 눌러 원래 화면으로 돌아갑니다.

• 기본 설정: 0.00%

• 사용 중인 RIP 소프트웨어에 따라 RIP 소프트웨어에서 이 설정을 구성할 수도 있습니다(예: 미디어 유형 선
택). RIP 소프트웨어에서 설정을 지정한 경우 RIP 소프트웨어 설정이 사용되고 프린터 설정은 무시됩니다.

MEMO

보정 기능 사용
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미디어 두께에 맞게 프린트 헤드 높이 조정

이렇게 하면 주름이 지거나 플래튼에서 느슨해진 미디어가 프린트 헤드에 닿는 것을 방지하기 위해 프린트 
헤드 높이를 조정합니다.
"LOW", "MID" 및 "HIGH" 중에서 프린트 헤드 높이를 선택할 수 있습니다. 프린트 헤드 높이가 "MID" 또는 
"HIGH"로 설정된 경우 인쇄 품질은 "LOW"로 설정된 경우보다 더 거칠거나 낮을 수 있습니다.

절차

1. [MENU]를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
HEAD HEIGHT

3.    [▶]를 누릅니다. "NOW PROCESSING.."이 표시된 후 아래와 같은 화면이 나타납니다.

HEAD HEIGHT
  HIGH    LOW

4. 전면 커버를 엽니다.

5. 높이 조절 레버를 움직여 헤드 높이를 조절하십시오.
높이 조절 레버의 위치를 변경하면 표시 화면이 변경되고 동시에 부저가 울립니다.

위치 표시 화면

"LOW" 일반적으로 높이 조절 레버를 "LOW"로 설정합니다.

"MID" 인쇄 중에 미디어가 주름지거나 플래튼에서 느슨해지면 높이 조절 레버를 "MID"로 
설정하십시오.

"HIGH" 높이 조절 레버가 "MID"로 설정되어 있어도 인쇄 중에 미디어가 주름지거나 플래튼에
서 느슨해지는 경우 레버를 "HIGH"로 설정하십시오.

미디어와 프린트 헤드 사이의 거리가 멀어질수록 인쇄 품질은 저하됩니다. 높이 조절 레버를 "MID" 또는 "HIGH"로 
불필요하게 이동하지 마십시오.

MEMO

6. "ENTER"를 누릅니다.

미디어 특성에 맞도록 설정 구성
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7. 전면 커버를 닫습니다.

8. [MENU]를 누르면 원래 화면으로 돌아갑니다.

• 기본 설정: "LOW"
• 프린트 헤드 높이를 높인 후 인쇄 품질이 저하되는 경우 다음 페이지를 참조하여 품질을 최적화해 보십시오.

MEMO

관련된 링크

・ P. 6 헤드 정렬(잉크 랜딩위치 오정렬 조정)

미디어 특성에 맞도록 설정 구성
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투명 미디어 또는 반사율이 높은 미디어 사용

일반적으로 미디어의 너비가 감지된 후 미디어가 Setup됩니다. 단, 투명 미디어나 반사율이 높은 미디어의 
경우 너비 검출이 불가능하므로 Setup이 불가능합니다.
"SHEET TYPE"을 "CLEAR"로 설정하고 미디어 폭과 장착 위치를 수동으로 설정하면 투명한 미디어와 반
사율이 높은 미디어를 사용할 수도 있습니다.

1. 미디어 유형을 "CLEAR"로 설정

절차

1. [MENU]를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
SUB MENU

3. [▶]를 누르면 다음 화면이 나타납니다.

SUB MENU
SHEET TYPE

4. [▶]를 누르면 다음 화면이 나타납니다.

SHEET TYPE
OPAQUE  OPAQUE

5. [▲] 또는 [▼]를 눌러 [CLEAR]를 선택합니다.

SHEET TYPE
OPAQUE  CLEAR

6. [ENTER]를 눌러 입력을 확인합니다.

• 기본 설정: "OPAQUE"
• "CLEAR"로 설정하면 미디어가 부족해도 인쇄 작업이 중단되지 않습니다. 인쇄가 진행되는 동안 미디어가 모
두 소모되면 즉시 [PAUSE]를 눌러 인쇄를 중지하십시오. 그렇지 않으면 플래튼이나 기타 부품이 잉크로 인해 오
염되거나 잉크가 내부로 들어가 기기가 손상될 수 있습니다.

MEMO

미디어 특성에 맞도록 설정 구성
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2. 미디어 너비 설정

절차

1. [◀]를 한 번 누르고, [▼]를 두 번 누르면 아래와 같은 화면이 표시됩니다.

SUB MENU
SHEET WIDTH

2. [▶]를 누르면 다음 화면이 나타납니다.

SHEET WIDTH
1625mm  1625mm

3. [▲] 또는 [▼]를 눌러 미디어의 너비를 입력합니다.

4. [ENTER]를 누릅니다.

5. [MENU]를 눌러 원래 화면으로 돌아갑니다.

• 기본 설정: "1625"
• "CLEAR" 설정을 선택하면 설정된 미디어 너비에 있는 것으로 가정된 미디어로 인쇄가 수행됩니다. 실제 미디어
너비에 따라 [SHEET WIDTH]를 올바르게 설정하십시오. 그렇지 않으면 플래튼이나 기타 부품이 잉크로 인해 더러
워지거나 잉크가 내부로 들어가 기기가 손상될 수 있습니다.

MEMO

미디어 특성에 맞도록 설정 구성
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3. 투명 미디어나 반사율이 높은 미디어를 기기에 장착

절차

1. 미디어를 Setup합니다.

미디어 Setup에 대한 자세한 내용은 "사용자 설명서, 기본 편"을 참조하십시오.

2. [MENU]를 누릅니다.

3. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
SUB MENU

4. [▶]을 한 번 누르고 [▼]를 여러 번 누르면 아래와 같은 화면이 나타납니다.

SUB MENU
SHEET POS.

5. [▶]을 누릅니다.

시트컷 캐리지가 현재 장착된 미디어  위치로 이동합니다.

6. 전면 커버를 엽니다.

7. [◀] 또는 [▶]를 눌러 시트컷 캐리지의 Base Point 표시를 미디어의 오른쪽 가장자리로 이동합니다.

미디어의 오른쪽 가장자리 위치 설정 절차를 종료하려면
1. 전면 커버를 닫습니다.
2. [▼]를 눌러 아래 화면을 표시합니다.

SHEET POS.
CANCEL

3. [ENTER]를 누릅니다.
시트컷 캐리지가 원래의 위치로 돌아갑니다.

MEMO

8. 위치를 정한 후 전면 커버를 닫습니다.

9. [ENTER]를 눌러 입력을 확인하십시오.

관련된 링크
・ 사용자 설명서, 기본 편

미디어 특성에 맞도록 설정 구성
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건조하기 어려운 미디어 사용

이 설정은 드라이어를 사용해도 잉크가 제대로 건조되지 않는 경우 건조 시간을 연장하는 데 사용됩니다.

절차

1. [MENU]를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
SUB MENU

3. [▶]를 한 번 누른 후 [▼]를 여러 번 누르면 아래 화면이 표시됩니다.

SUB MENU
SCAN INTERVAL

4. [▶]를 누르면 다음 화면이 나타납니다.

SCAN INTERVAL
  OFF    OFF

5. [▲] 또는 [▼]를 눌러 값을 선택합니다.

값이 클수록 미디어가 더 느리게 이동하여 그에 따라 건조 시간이 늘어납니다.

6. [ENTER]를 눌러 입력을 확인합니다.

7. [MENU]를 누르면 원래 화면으로 돌아갑니다.

• 기본 설정: "OFF"
• 사용 중인 RIP 소프트웨어에 따라 RIP 소프트웨어에서 이 설정을 변경할 수도 있습니다. RIP 소프트웨어에서
설정을 변경한 경우 프린터 설정이 무시됩니다.

MEMO

미디어 특성에 맞도록 설정 구성
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비탄성 미디어, 투명 미디어 등의 미디어 사용

"SKEWING CORR"을 "DISABLE"로 설정한 다음 미디어를 Setup하십시오. 미디어가 장착되면 버큠 팬이 
꺼집니다.

기울어짐 보정(skewing correction) 비활성화

절차

1. [MENU]를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
SUB MENU

3.    [▶] 또는 [▼]를 누르면 다음 화면이 나타납니다.

SUB MENU
SKEWING CORR.

4.    [▶]를 누르면 다음 화면이 나타납니다.

SKEWING CORR.
ENABLE  ENABLE

5. [▲] 또는 [▼]를 눌러 "DISABLE"을 선택합니다.

6. [ENTER]를 눌러 입력을 확인합니다.

7. [MENU]를 누르면 원래 화면으로 돌아갑니다.

• 기본 설정: "ENABLE"

MEMO

8. 미디어를 Setup합니다.

미디어 Setup에 대한 자세한 내용은 "사용자 설명서, 기본 편"을 참조하십시오.

"SKEWING CORR"이 "DISABLE"로 설정된 경우 미디어의 앞쪽 가장자리가 핀치 롤러와 그리트 롤러 사이를 
통과하는 경우에도 버큠 팬이 활성화되지 않습니다.
핀치 롤러와 그리트 롤러 사이에 미디어의 앞쪽 가장자리를 통과시킨 후 다음 절차를 수행하여 미디어가 기기에
서 떨어지는 것을 방지하기 위해 임시로 고정하십시오.
1. 로딩 레버(후면)를 내립니다.

미디어가 제자리에 유지됩니다.
이때 화면에 "PRESS ENTER KEY TO SET UP"이라는 메시지가 표시되지만 아직 [ENTER]를 누르지 마시고 
다음 단계로 진행합니다.

MEMO

미디어 특성에 맞도록 설정 구성
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2. (프린터 앞쪽으로 이동합니다.) 미디어를 가볍게 잡고 로딩 레버(전면)를 올립니다.
미디어의 고정이 해제됩니다.

관련된 링크
・ 사용자 설명서, 기본 편

미디어 특성에 맞도록 설정 구성
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쉽게 주름지거나 원활하게 움직이지 않는 미디어 사용

플래튼은 흡입력을 이용해 미디어를 잡고 안정적으로 유지합니다. 흡입력은 미디어의 특성과 상태에 
따라 조정될 수 있습니다.

절차

1. [MENU]를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
SUB MENU

3.    [▶]를 한 번 누른 후 [▼]를 여러 번 누르면 아래와 같은 화면이 나타납니다.

SUB MENU
VACUUM POWER

4.    [▶]를 누르면 다음 화면이 나타납니다.

VACUUM POWER
  AUTO  　AUTO

5.    [▲] 또는 [▼]를 눌러 값을 선택합니다.

0 - 100% 미디어가 쉽게 주름지거나 원활하게 움직일 수 없는 경우 이 값을 줄이면(흡입력 감
소) 문제가 해결될 수 있습니다.

"AUTO" (기본 설정) 흡입력은 미디어 폭에 맞는 최적의 수준으로 자동 조정됩니다.

6. [ENTER]를 눌러 입력을 확인합니다.

7. [MENU]를 누르면 원래 화면으로 돌아갑니다.

• 사용 중인 RIP 소프트웨어에 따라 RIP 소프트웨어에서 이 설정을 변경할 수도 있습니다. RIP 소프트웨어에서 
설정을 변경한 경우 프린터 설정이 무시됩니다.

MEMO

미디어 특성에 맞도록 설정 구성
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끈적한 미디어 사용

이 설정은 플래튼에 쉽게 들러붙는 미디어를 사용할 때 인쇄를 시작하기 전에 미디어를 떼어내는 데 사용
됩니다. 이 설정은 미디어 잼을 방지하는 데 효과적입니다.
그러나 미디어가 뜨면 미디어 공급이 불안정해질 수 있다는 점에 유의하십시오. 특별히 변경할 필요가 없
는 한 이 메뉴 항목을 "DISABLE"로 설정해 두십시오.

절차

1. [MENU]를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
SUB MENU

3.    [▶]를 한 번 누른 후 [▼]를 여러 번 누르면 아래와 같은 화면이 나타납니다.

SUB MENU
MEDIA RELEASE

4.    [▶]를 누르면 다음 화면이 나타납니다.

MEDIA RELEASE
DISABLE DISABLE

5. [▲] 또는 [▼]를 눌러 "ENABLE"을 선택합니다.

6. [ENTER]를 눌러 입력을 확인합니다.

7. [MENU]를 누르면 원래 화면으로 돌아갑니다.

기본 설정: "DISABLE"

MEMO

미디어 특성에 맞도록 설정 구성
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인쇄 전이나 인쇄 중에 프린트 헤드 표면에 쌓인 잉크를 제거하면 미디어 오염, 노즐 막힘 및 노즐 변형을 방
지할 수 있습니다.
다음과 같은 경우 잉크가 프린트 헤드 표면에 쌓이는 경향이 있습니다.

• 정전기가 발생하기 쉬운 미디어를 사용하는 경우.
• 주변 온도가 낮은 경우.
• 프린트 헤드 높이가 "HIGH"로 설정된 경우.

절차

1. [MENU]를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
SUB MENU

3. [▶]를 한 번 누른 후 [▼]를 여러 번 누르면 아래와 같은 화면이 나타납니다.

SUB MENU
PERIODIC CL.

4. [▶]를 누르면 다음 화면이 나타납니다.

현재 설정이 화면에 표시됩니다.

PERIODIC CL.
NONE

5. [▲] 또는 [▼]를 눌러 설정을 선택합니다.

"NONE" 자동 헤드 클리닝이 수행되지 않습니다.

"PAGE" 인쇄가 시작되기 전에 매번 자동 헤드 클리닝이 수행됩니다.

"INTERVALJOB" 누적 인쇄 시간이 여기에서 설정한 값에 도달하면 자동 헤드 클리닝이 수행됩니다. 
그러나 인쇄 중에 이 시간에 도달하면 다음 인쇄 작업이 시작되기 전에 자동 헤드 
클리닝이 수행됩니다. 인쇄가 일시 중지되지 않기 때문에 작업 일시 중지로 인한 
색상 불균일 문제가 발생하지 않습니다.

"INTERVALTIME" 누적 인쇄 시간이 여기에서 설정한 값에 도달하면 자동 헤드 클리닝이 수행됩니다. 
인쇄 중에 이 시간에 도달하면 인쇄가 일시 중지되어 색상이 고르지 않을 수 있습니
다.

"INTERVALJOB" 또는 "INTERVALTIME"을 선택한 경우 아래 절차에 따라 시간을 설정하십시오.
1. [▶]를 누르면 다음 화면이 나타납니다.

 "INTERVALJOB":
INTERVAL(JOB)
 10min  990min

"INTERVALTIME": INTERVAL(TIME)
 10min  990min

2. [▲] 또는 [▼]를 눌러 시간을 설정합니다.
3. [ENTER]를 눌러 입력을 확인합니다.

7단계로 진행합니다.

MEMO

미디어 오염, 노즐 막힘, 노즐 변형 예방
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6. [ENTER]를 눌러 입력을 확인합니다.

7. [MENU]를 누르면 원래 화면으로 돌아갑니다.

• 기본 설정: "NONE"
• "NONE" 이외의 설정은 인쇄 시간이 길어집니다.

MEMO

미디어 오염, 노즐 막힘, 노즐 변형 예방
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테이크업 유닛 설정
다음 설정이 실제 미디어의 장착 방법 및 인쇄 방법과 일치하는지 확인하십시오. 다음과 같은 경우 설정을 
기본값에서 변경해야 합니다.

• 쉽게 주름지는 미디어를 사용하는 경우
• 미디어를 안쪽으로 감는 경우

절차

1. [MENU]를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
SUB MENU

3. [▶]를 한 번 누르고 [▼]를 여러 번 누르면 아래와 같은 화면이 나타납니다.

SUB MENU
TAKE-UP

4. [▶]를 두 번 누르고 [▲] 또는 [▼]를 눌러 다음 옵션 중에서 테이크업 방법을 선택합니다.

"LOOSE." 미디어가 약간의 여유를 갖고 감깁니다. 이는 PVC 및 기타 단단하거나 미끄러운 
미디어에 적합합니다.

"TENSION" 미디어에 장력이 가해지며 감깁니다. 타포린 등 쉽게 주름지는 미디어와 잘 미끄
러지지 않는 미디어에 적합합니다.

• 기본 설정: "LOOSE."

MEMO

5. "ENTER"를 누릅니다.

6. [◀]를 누르고 [▼]를 누르면 다음 화면이 표시됩니다.

TAKE-UP
TAKE-UP DIR

7. [▶]를 한 번 누르고 [▲] 또는 [▼]를 눌러 다음 옵션 중에서 테이크업 방법을 선택합니다.
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"FORWARD" 미디어는 인쇄된 표면이 바깥쪽을 향하도록 지관에 감깁니다.

"BACKWARD" 미디어는 인쇄된 표면이 안쪽을 향하도록 지관에 감깁니다.

• 기본 설정: "FORWARD"

MEMO

8. [ENTER]를 눌러 입력을 확인합니다.

9. [MENU]를 누르면 원래 화면으로 돌아갑니다.

10. 댄서 롤러가 뒤쪽으로 내려왔는지 확인하십시오.
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잉크 건조 방법 조정
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이 기기에는 미디어를 예열시키는 미디어 히팅 시스템이 장착되어 있습니다. 주로 잉크 접착력을 향상시
키고 잉크를 건조시키는 데 사용합니다. 미디어 종류와 인쇄 속도에 맞게 온도 설정을 조정할 수 있습니
다.

"DRYER" 이는 잉크를 건조시키는 데 사용됩니다.

"PRINT HEATER" 이 히터는 주로 잉크 접착력을 향상시키는 데 사용됩니다.

고온
드라이어와 같은 곳은 뜨거워집니다. 화상을 입지 않도록 주의하십시오.

경고

인쇄가 수행되지 않을 때는 장착된 미디어를 제거하거나 서브 전원을 끄십시오.
한 위치에 계속 열을 가하면 미디어에서 유독 가스가 방출되거나 화재 위험이 발생할 수 있습니다.

경고

열을 견딜 수 없는 미디어는 절대 사용하지 마십시오.
그렇게 하면 미디어 품질이 저하되거나 화재가 발생하거나 유독 가스가 방출될 수 있습니다.

경고

의류 건조 등 의도하지 않은 목적으로 플래튼이나 드라이어를 사용하지 마십시오.
과열로 인해 화재나 사고가 발생할 수 있습니다.

경고

주변 온도가 20~32℃(68~89.6℉)인 환경에서 기기를 사용하십시오.
주변 온도가 20℃(68℉) 미만인 환경에서 기기를 사용하는 경우 미디어 종류나 폭에 따라 주름이나 온도로 인한 고르지 못
한 현상이 발생할 수 있습니다. 이런 일이 발생하면 미디어 히팅 시스템의 온도를 약 2℃(3.6℉) 정도 낮추십시오. 

IMPORTANT

미디어 히팅 시스템이란?

잉크 건조 방법 조정 27
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그러나 안정적인 인쇄 결과를 얻으려면 주변 온도가 20~32℃(68~89.6℉)인 환경에서 기기를 사용하십시오.

미디어 히팅 시스템이란?
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인쇄 히터의 온도를 적절하게 설정하면 잉크 접착력이 향상되고 번짐이 방지됩니다.

• 기본 설정에서는 전원을 켜는 것만으로는 드라이어가 설정 온도까지 예열되지 않습니다. 미디어가 올바
르게 장착되고 [SETUP]이 켜지면 온도가 설정 온도까지 올라갑니다.

• 사용 환경에 따라 프린트 히터의 온도가 설정 온도보다 높아질 수 있지만 이는 문제가 되지 않습니다.

• 히터 설정 "POWER"가 "OFF"인 경우 온도 설정이 불가능합니다.

절차

1. [FUNCTION]을 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

FUNCTION
HEATER CONFIG

3.   [▶]를 누르고 [▼]를 누르면 아래 화면이 나타납니다.

HEATER CONFIG
PRINT 40゜C

4.   [▶]를 누르면 다음 화면이 나타납니다.

PRINT
 40゜C    40゜C

5. [▲] 또는 [▼]를 눌러 온도를 설정합니다.
잉크가 덩어리지거나 얼룩이지면 온도를 높이십시오. 그러나 온도가 너무 높으면 미디어 품질이 저
하되거나 주름이 생길 수 있습니다.
온도를 "OFF"로 설정할 수도 있습니다. "OFF"로 설정하면 프린트 히터가 전혀 작동하지 않습니다.

6. [ENTER]를 눌러 입력을 확인합니다.

7. [FUNCTION]을 누르면 원래 화면으로 돌아갑니다.

• 기본 설정: 40℃(104℉)
• RIP 소프트웨어에서도 이 설정을 지정할 수 있습니다. RIP 소프트웨어에서 설정을 지정하면 RIP 소프트웨어의 
설정이 사용됩니다.

MEMO

관련된 링크

・ P. 35 프린트 히터와 드라이어를 함께 끄기

프린트 히터 온도 설정
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드라이어의 온도를 적절하게 설정하면 잉크가 빨르게 건조됩니다.

• 기본 설정에서는 전원을 켜는 것만으로는 드라이어가 설정 온도까지 예열되지 않습니다. 미디어가 올바
르게 장착되고 [SETUP]이 켜지면 온도가 설정 온도까지 올라갑니다.
• 사용 환경에 따라 프린트 히터의 온도가 설정 온도보다 높아질 수 있지만 이는 문제가 되지 않습니다.
• 히터 설정 "POWER"가 "OFF"인 경우 온도 설정이 불가능합니다.

절차

1. [FUNCTION]를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

FUNCTION
HEATER CONFIG

3.   [▶]를 한 번 누르고 [▼]를 두 번 누르면 아래 화면이 나타납니다.

HEATER CONFIG
DRYER 40゜C

4.   [▶]를 누르면 다음 화면이 나타납니다.

DRYER
 50゜C    50゜C

5. [▲] 또는 [▼]를 눌러 온도를 설정합니다.
잉크 건조가 불량할 경우 온도를 높이십시오. 그러나 온도가 너무 높으면 미디어 품질이 저하되거나 
주름이 생길 수 있습니다.
온도를 "OFF"로 설정할 수도 있습니다. "OFF"로 설정하면 드라이어가 전혀 작동하지 않습니다.

6. [ENTER]를 눌러 입력을 확인합니다.

7. [FUNCTION]을 누르면 원래 화면으로 돌아갑니다.

• 기본 설정: 50℃(122℉)
• RIP 소프트웨어에서도 이 설정을 지정할 수 있습니다. RIP 소프트웨어에서 설정을 지정하면 RIP 소프트웨어의 
설정이 사용됩니다.

MEMO

관련된 링크

・ P. 35 프린트 히터와 드라이어를 함께 끄기

드라이어 온도 설정
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미디어 히팅 시스템의 최적 온도는 미디어 유형, RIP 소프트웨어 설정 등의 요인에 따라 달라집니다.

RIP 소프트웨어의 품질 설정과 온도 간의 관계

온도를 높인 후에도 번짐이나 건조 불량이 발생하는 경우 RIP 소프트웨어의 인쇄 품질을 더 높은 이미지 품
질로 설정해 보십시오. 반대로, 더 빠른 인쇄 품질을 사용하려면 온도를 높이십시오.

잉크의 양

RIP  소프트웨어 설정을 사용하여 잉크 양을 변경할 때 이를 조정하면 더 나은 결과를 얻을 수 있습니다. 온
도를 높인 후에도 번짐 등의 문제가 지속되면 잉크 양을 줄여 보십시오.

그 외 기억해야 할 점

미디에 대한 온도, 인쇄 품질 및 기타 값에 대한 권장 설정이 제공되면 제안된 설정을 사용하십시오.

온도 조절에 대한 힌트와 팁
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Preheating(예열): 메인 전원과 보조 전원이 켜져 있고 [SETUP]이 켜지지 않은 상태
(미디어 Setup이 완료되지 않은 상태).

절차

1. "MENU"를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
HEATER MENU

3.   [▶]를 누르고 [▼]를 누르면 아래 화면이 나타납니다.

HEATER MENU
PREHEATING

4.   [▶]를 누르면 다음 화면이 나타납니다.

PREHEATING
 30゜C    30゜C

5. [▲]를 누르고 [▼]를 눌러 설정을 선택합니다.

•  MENU(메뉴): 예열 시 온도가 내려가지 않고 항상 설정 온도로 예열이 진행됩니다.
•  30℃: 시스템은 예열 중에 30℃(86℉)의 온도를 유지합니다.
•  OFF(꺼짐): 시스템은 예열 중에 미디어 히팅 시스템을 끕니다.

6. [ENTER]를 누릅니다.

7. [MENU]를 누르면 원래 화면으로 돌아갑니다.

기본 설정: 30℃

MEMO

예열 중 온도 설정
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잉크를 완전히 건조시키려면 인쇄가 완료된 후 인쇄된 영역의 끝부분이 드라이어에 놓일 때까지 미디어가 
공급되도록 설정을 구성하십시오.

절차

1. [MENU]를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
HEATER MENU

3.   [▶]를 두 번 누르면 아래와 같은 화면이 나타납니다.

FEED FOR DRY
DISABLE DISABLE

4.   [▲] 또는 [▼]를 눌러 "ENABLE" 또는 "DISABLE"를 선택합니다.

"ENABLE" 인쇄 영역의 뒤쪽 가장자리가 건조기에 위치할 때까지 미디어 공급이 수행됩니다. 
인쇄 종료 위치와 다음 인쇄 시작 위치 사이의 여백은 "OPTION DRYER"가 
"DISABLE"로 설정된 경우 130mm(5.12in.), "ENABLE"로 설정된 경우 
310mm(12.2in.)로 설정됩니다.

P. 36 보조 건조 장치(DU3) 사용
"DISABLE" 인쇄가 끝나면 미디어 공급이 중지됩니다. 이는 후속 인쇄 작업을 계속하지 않는 

한 인쇄 영역의 뒤쪽 가장자리가 드라이어로 공급되지 않음을 의미합니다.

5. [ENTER]를 눌러 입력을 확인합니다.

6. [MENU]를 누르면 원래 화면으로 돌아갑니다.

기본 설정: "DISABLE"

MEMO

드라이어에서 인쇄 영역의 뒷부분 건조
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잉크를 완전히 건조시키려면 첫 번째 페이지를 인쇄한 후 건조 시간을 설정하십시오. 

절차

1. "MENU"를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
HEATER MENU

3.   [▶]를 한 번 누르고 [▼]를 여러 번 누르면 아래와 같은 화면이 나타납니다.

HEATER MENU
DRYING TIME

4.   [▶]를 누르면 다음과 같은 화면이 나타납니다.

DRYING TIME
  0min 0min

5. [▲] 또는 [▼]를 눌러 건조 시간을 설정합니다.

6. [ENTER]를 누릅니다.

7. [MENU]를 누르면 원래 화면으로 돌아갑니다.

• 기본 설정: 0min
• 설정된 시간이 경과할 때까지 다음 작동은 시작되지 않습니다.
• 건조 중에는 [PAUSE]가 켜집니다. [PAUSE]가 켜진 상태에서 [PAUSE]를 누르면 건조 시간이 종료되고 
다음 작업이 시작됩니다.
• [PAUSE]가 켜져 있는 동안 [PAUSE]를 길게 누르면 인쇄가 취소됩니다.
• RIP 소프트웨어에서 건조 시간을 설정한 경우 RIP 소프트웨어의 설정이 우선적으로 적용됩니다.

MEMO

인쇄 후 건조 시간 설정
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이 설정은 미디어 히팅 시스템을 전체적으로 끄려는 경우에 유용합니다. 히터 설정에서 "POWER"를 
"OFF"로 설정하면 프린트 히터와 드라이어의 온도를 설정할 수 없습니다.

절차

1. [FUNCTION]을 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

FUNCTION
HEATER CONFIG

3.   [▶]를 누르면 다음 화면이 나타납니다.

HEATER CONFIG
POWER ON

4. [▶]를 누릅니다.

5. [▲] 또는 [▼]를 눌러 "OFF"를 선택합니다.

HEATER CONFIG
  ON      OFF

6. [ENTER]를 눌러 입력을 확인합니다.

프린트 히터 및 드라이어 설정이 꺼졌습니다.

7. [FUNCTION]을 누르면 원래 화면으로 돌아갑니다.

기본 설정: "ON"

MEMO

"OFF"로 설정하면 RIP 소프트웨어에서 히터 온도를 설정하더라도 히터가 켜지지 않습니다.

IMPORTANT

프린트 히터와 드라이어를 함께 끄기

잉크 건조 방법 조정 35



보조 건조 장치(DU3)를 사용할 경우 이 설정이 필요합니다. 보조 건조 장치를 사용하면 잉크를 더 빨리 건조
시킬 수 있습니다.

절차

1. "MENU"를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
HEATER MENU

3.   [▶]를 한 번 누르고 [▼]를 여러 번 누르면 아래와 같은 화면이 나타납니다.

HEATER MENU
OPTION DRYER

4.   [▶]를 누르면 다음 화면이 나타납니다.

OPTION DRYER
DISABLE DISABLE

5. [▲] 또는 [▼]를 눌러 [ENABLE]을 선택합니다.

6. [ENTER]를 눌러 입력을 확인합니다.

7. [MENU]를 누르면 원래 화면으로 돌아갑니다.

• 기본 설정: [DISABLE]
• 권장되는 보조 건조 장치에 대해서는 공인 대리점에 문의하거나 당사 웹사이트(https://www.rolanddg.kr/)

를 방문하십시오.
• 보조 건조 장치 사용 방법에 대한 자세한 내용은 사용 중인 건조 장치의 설명서를 참조하십시오.

MEMO

보조 건조 장치(DU3) 사용
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이 설정은 옵션 브로워 팬 유닛을 사용할 때 필요합니다. 블로어 팬 유닛을 사용하면 잉크를 더 빨리 건조
시킬 수 있습니다.

절차

1. "MENU"를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
HEATER MENU

3.   [▶]를 한 번 누르고 [▼]를 여러 번 누르면 아래와 같은 화면이 나타납니다.

HEATER MENU
BLOWER FAN

4.   [▶]를 누르면 다음과 같은 화면이 나타납니다.

BLOWER FAN
DISABLE DISABLE

5. [▲] 또는 [▼]를 눌러 [ENABLE]을 선택합니다.

6. [ENTER]를 눌러 입력을 확인합니다.

7. [MENU]를 누르면 원래 화면으로 돌아갑니다.

MEMO

브로워 팬 유닛 사용
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• 기본 설정: [DISABLE]
• 권장되는 브로워 팬 유닛에 대해서는 공인 대리점에 문의하거나 당사 웹사이트(https://www.rolanddg.kr/)

를 방문하십시오.
• 브로워 팬 유닛 사용 방법에 대한 자세한 내용은 사용 중인 브로워 팬 유닛의 설명서를 참조하십시오.
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현재 설정을 사전 설정에 저장

"PRESET" 메뉴를 사용하면 다양한 설정을 쉽게 변경하여 미디어에 최적화할 수 있습니다.

최대 20가지 유형의 사전 설정(Preset)을 저장할 수 있습니다. 각각에 이름을 지정할 수 있습니다. 이에 대한 
미디어 이름을 사용하면 인식과 명확성에 도움이 될 수 있습니다. 미디어를 변경할 때마다 각 메뉴 항목을 변
경하는 것은 번거로울 수 있습니다. 그렇기 때문에 자주 사용하는 미디어 유형에 최적화된 메뉴 항목 설정을 
사전 설정(Preset)으로 저장하면 유용할 수 있습니다. 다음에 미디어를 사용할 때 저장한 사전 설정(Preset)
을 로드하면 메뉴 항목 설정을 미디어에 가장 적합한 값으로 변경할 수 있습니다.

절차

1. [MENU]를 누릅니다.

2. [▼]를 누르면 다음과 같은 화면이 나타납니다.

MENU
PRESET

3.   [▶]를 한 번 누르고 [▼]를 두 번 누르면 아래 화면이 나타납니다.

PRESET
SAVE

4.   [▶]를 누르면 다음 화면이 나타납니다.

SAVE
NAME1

5. 사전 설정(Preset) 번호를 지정합니다.

(1) [▲] 또는 [▼]를 눌러 "NAME1"~"NAME20" 중 하나의 옵션을 선택합니다.

(2) [ENTER]를 눌러 입력을 확인합니다.

현재 메뉴 설정이 저장되면 아래와 같은 화면이 나타납니다.

SET NAME
S

6. 사전 설정(Preset) 이름을 설정합니다.

(1) [▲] 또는 [▼]를 눌러 문자를 선택합니다.

(2) 입력하려는 문자를 선택한 후 [▶]를 누릅니다.

입력할 수 있는 문자는 "A"~"Z", "0"~"9" 및 "-" 문자입니다.
(3) [▲] 또는 [▼]를 눌러 다음 문자를 선택합니다.

같은 방법으로 다음 문자를 선택합니다. 공백을 포함하여 최대 15자까지 입력할 수 있습니다.

SET NAME
SAMPLE

(4) 입력이 끝나면 [ENTER]를 눌러 입력을 확인합니다.

7. [MENU]를 누르면 원래 화면으로 돌아갑니다.

사전 설정(Preset) 사용하기
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사전 설정(Preset)에 저장할 수 있는 메뉴 항목은 다음과 같습니다.

메뉴 항목 관련 페이지

"HEATER CONFIG " P. 30 드라이어 온도 설정
"MEDIA GAP ADJ." P. 6 헤드 정렬(잉크 랜딩위치 오정렬 조정)
"CALIBRATION" P. 9 가로 밴딩 감소(피드 보정 기능)
"FEED FOR DRY" P. 33 드라이어에서 인쇄 영역의 뒷부분 

건조
"SHEET TYPE" P. 13 미디어 유형을 "CLEAR"로 설정
"SHEETWIDTH" P. 14 미디어 너비 설정
"SHEET POS." P. 15 투명 미디어나 반사율이 높은 미디어

를 기기에 장착
"SIDE MARGIN" P. 47 기타 유용한 기능
"SCAN INTERVAL" P. 16 건조하기 어려운 미디어 사용
"VACUUM POWER" P. 19 쉽게 주름지거나 원활하게 움직이지 

않는 미디어 사용
"FULL WIDTH S" P. 44 좁은 폭 미디어의 인쇄 속도 향상
"DRYING TIME" P. 34 인쇄 후 건조 시간 설정
"MEDIA RELEASE" P. 20 끈적한 미디어 사용

사전 설정(Preset) 사용하기
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사전 설정(Preset) 불러오기

20가지 유형의 사전 설정(Preset) 중 저장된 사전 설정(Preset)을 로드한 후 미디어 설정을 수행합니다. 

절차
1. [MENU]를 누릅니다.

2. [▼]를 누르면 다음 화면이 나타납니다.

MENU
PRESET

3.   [▶]를 누르고 [▼][▶]를 누르면 아래 화면이 나타납니다.

LOAD
NAME1

4. 로드하려는 사전 설정(Preset)을 선택합니다.

(1) [▲] 또는 [▼]를 눌러 로드하려는 사전 설정(Preset) 이름을 선택합니다.

(2) [ENTER]를 눌러 입력을 확인합니다.

미디어 설정이 완료되면 아래와 같은 화면이 나타납니다. 입력을 확인하려면 [ENTER]를 
다시 누르십시오.
디스플레이가 원래 화면으로 돌아갑니다.

PRESS ENTER KEY
TO SET UP

5. 미디어가 Setup되지 않은 경우 [MENU]를 누르면 원래 화면으로 돌아갑니다.

사전 설정(Preset) 사용하기
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Base Point 설정

장착된 미디어에서 인쇄할 영역(출력 영역)을 결정하려면 Base Point를 설정합니다.
Base Point(④)는 인쇄 영역(①)의 오른쪽 가장자리를 나타냅니다. (②: 미디어 공급(피드) 방향, ③: 프린
트 헤드 캐리지 이동(스캔) 방향) 
Base Point를 설정하지 않고도 인쇄할 수 있지만, 인쇄 영역을 설정하면 미디어를 낭비하지 않고 사용하고 
대상 위치에 인쇄할 수도 있습니다.
각 개별 페이지에 대해 이 설정을 지정합니다. 한 페이지의 인쇄가 끝나면 Base Point가 기본값으로 돌아
갑니다.

• 테스트 패턴의 경우 왼쪽 및 오른쪽 위치는 기본값으로 복원되지 않습니다.

MEMO

절차

1.  다음 화면이 표시되는 동안 [◀]를 누릅니다.

커팅 캐리지가 플래튼 위로 나옵니다.

W 1600mm

2. 다음 작업을 사용하여 Base Point로 설정하려는 위치로 Base Point 표시를 이동합니다.

오른쪽의 Base Point 표시가 시작 위치입니다.

[◀] 또는 [▶]를 사용하여 커팅 캐리지를 스캔 방향(왼쪽 및 오른쪽)으로 이동합니다. [▲] 또는 
[▼]를 사용하여 미디어를 피드 방향(앞 및 뒤로)으로 이동합니다.

3. 위치가 결정되면 [FUNCTION]을 눌러 아래 표시된 화면을 표시하십시오.

인쇄 시작 위치 조정
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FUNCTION
BASE POINT

4. [ENTER]를 눌러 입력을 확인합니다.

화면에 문자 "B"와 해당 위치의 인쇄 가능한 너비가 표시되면(다음 그림 참조) 설정이 완료된 것
입니다.

W1100mm
B

인쇄 시작 위치 조정
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좁은 폭 미디어의 인쇄 속도 향상

이는 헤드 이동 폭을 필요한 최소 수준으로 줄여 인쇄 시간을 단축합니다. 이는 미디어 너비나 인쇄 데이터가 
좁은 경우에 효과적입니다.

절차

1. [MENU]를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
SUB MENU

3.   [▶]를 한 번 누르고 [▼]를 여러 번 누르면 아래와 같은 화면이 나타납니다.

SUB MENU
FULL WIDTH S

4.   [▶]를 누르면 다음 화면이 나타납니다.

FULL WIDTH S
 FULL    FULL

5.   [▲] 또는 [▼]를 눌러 "SHEET" 또는 "OFF"를 선택합니다.

FULL WIDTH S
 FULL    OFF

"SHEET" 프린트 헤드 이동 범위(스캔 방향)를 미디어 너비에 일치시킵니다.

"OFF" 프린트 헤드 이동 범위를 인쇄 데이터의 너비와 일치시킵니다. 이동은 필요한 최소
한의 양으로 제한되며, 이를 통해 가장 빠른 인쇄 속도를 기대할 수 있습니다. 그러
나 미디어 이동(피드 방향) 속도가 일정하지 않기 때문에 색상이 고르지 않을 수 있
습니다.

"FULL" (기본 설정) 미디어 이동(피드 방향) 속도를 항상 일정하게 유지하여 가장 안정적인 인쇄 결과를 
생성합니다.

6. [ENTER]를 눌러 입력을 확인합니다.

7. [MENU]를 누르면 원래 화면으로 돌아갑니다.

인쇄 시간 단축
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여백 설정

이는 왼쪽 또는 오른쪽 미디어 클램프에서 인쇄 영역의 해당 왼쪽 또는 오른쪽 가장자리까지의 거리를 
설정합니다.

절차

1. [MENU]를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
SUB MENU

3.   [▶]를 한 번 누르고 [▼]를 여러 번 누르면 아래와 같은 화면이 나타납니다.

SUB MENU
SIDE MARGIN

4.   [▶]를 누르면 다음 화면이 나타납니다.

SIDE MARGIN
10mm 10mm

기본 설정: "10 mm"

5. [▲] 또는 [▼]를 눌러 아래 표시된 여백 중에서 여백을 선택합니다.

• "5 mm"
• "10 mm"
• "25 mm"

6. [ENTER]를 눌러 입력을 확인합니다.

• 미디어가 이미 Setup된 경우 화면에 "PRESS ENTER KEY TO SET UP" 메시지가 표시됩니다.
• 미디어가 아직 Setup되지 않은 경우 [MENU]를 누르면 원래 화면으로 돌아갑니다.

  MEMO

인쇄 영역 조정
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RIP 소프트웨어를 사용하여 Crop Mark 인쇄 설정을 구성합니다. 설정 방법에 대한 자세한 내용은 사용 중인 
RIP 소프트웨어의 설명서를 참조하십시오.

그래픽 소프트웨어를 사용하여 그린 정렬 표시 및 기호는 Crop Mark로 사용할 수 없습니다.

IMPORTANT

Roland VersaWorks를 사용하면 그림과 같이 Crop Mark가 인쇄됩니다.

Crop Mark와 함께 인쇄
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가로로 인쇄 테스트 수행하기

연속적으로 인쇄 테스트를 수행할 때 첫 번째 테스트와 비교하여 두 번째 이후 테스트의 인쇄 위치를 
"FEED"(세로 인쇄) 또는 "SCAN"(가로 인쇄)으로 선택할 수 있습니다.

절차

1. [MENU]를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
SUB MENU

3.   [▶]를 누르고 [▲]를 누르면 아래 화면이 나타납니다.

SUB MENU
TEST PRINT POS

4.   [▶]를 누르면 다음와 같은 화면이 나타납니다.

TEST PRINT POS
 SCAN    SCAN

5.   [▲] 또는 [▼]를 눌러 "SCAN"을 선택합니다.

TEST PRINT POS
SCAN    FEED

6. [ENTER]를 눌러 입력을 확인합니다.

7. [MENU]를 누르면 원래 화면으로 돌아갑니다.

기본 설정: "FEED"

MEMO

기타 유용한 기능
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운영 관리 최적화
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현재 날짜/시간 설정 및 유지 관리에 사용

현재 날짜/시간을 설정합니다. 이를 설정하면 인쇄 테스트를 수행할 때 인쇄 테스트 날짜 및 시간이 인쇄
된 테스트 패턴과 함께 인쇄됩니다.

절차

1. [MENU]를 누릅니다.

2. [▼]를 여러 번 누르면 다음 화면이 나타납니다.

MENU
SUB MENU

3.   [▶]를 한 번 누르고 [▼]를 여러 번 누르면 아래와 같은 화면이 나타납니다.

SUB MENU
CLOCK

4.   [▶]를 누르면 다음 화면이 나타납니다.

CLOCK
DATE 2016/01/01

(1) [▶]를 누릅니다.

(2)  [▲] 또는 [▼]를 눌러 연도를 설정합니다.

(3) [▶]를 누릅니다.

(4) [▲] 또는 [▼]를 눌러 월을 설정합니다.

(5) [▶]를 누릅니다.

(6) [▲] 또는 [▼]를 눌러 일을 설정합니다.

5. [ENTER]를 눌러 입력을 확인합니다.

6. [▼]를 누르면 다음 화면이 표시됩니다.

CLOCK
TIME   01:01:59

(1)  [▶]를 누릅니다.

(2)  Press [▲] or [▼] to set the hour.

(3)  Press [▶].

(4)  Press [▲] or [▼] to set the minute.

(5)  Press [▶].

(6)  Press [▲] or [▼] to set the second.

7. Press [ENTER] to confirm your entry.

8. Press [MENU] to return to the original screen.

적절하고 효율적인 운영 관리
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Displaying the Amount of Media Remaining

You can display how much of the media in use is left. By setting the amount of media currently remaining
at the start, the amount remaining will be constantly displayed on the screen until it reaches zero.

If you remove the media or cancel media loading by raising the loading lever, the amount remaining at
that time flashes on the screen. Because the amount of media remaining is not updated automatically
when you change the media, redo the setting whenever you change the media. You can also set the ma-
chine to display this menu automatically whenever you change the media.

The remaining amount that is displayed is only an estimate. Accuracy is not assured.

MEMO

Procedure

1. Press [MENU].

2. Press [▼] several times to display the following screen.

MENU
SHEET REMAIN

3. Press [▶], then [▼] to display the screen shown below.

SHEET REMAIN
SET LENGTH

4. Press [▶] to display the following screen.

SET LENGTH
  0.0m   99.9m

5. Press [▲] or [▼] to set the current amount of media remaining.

SET LENGTH
  0.0m   25.0m

6. Press [ENTER] to confirm your entry.

7. Press [MENU] to return to the original screen.

W 736mm　 Ｌ 25.0m SETUP SHEET
  ROLL   L 25.0m

• : This display is updated.

• : If media has not been loaded, the set value flashes.

Default setting: 0.00 m

MEMO

Managing the Operations Appropriately and Efficiently
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 RELATED LINKS 

・  P. 52 Making Sure to Verify the Setting for the Amount Remaining Every Time the Media Is Changed
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Making Sure to Verify the Setting for the Amount Remaining Every Time the
Media Is Changed

Set the machine to display the amount of media remaining every time the media is changed.

Setting this menu item to "ENABLE" can keep you from forgetting to redo the setting when you change the
media.

Procedure

1. Press [MENU].

2. Press [▼] several times to display the following screen.

MENU
SHEET REMAIN

3. Press [▶], then [▲] to display the screen shown below.
SHEET REMAIN
SET LENGTH

4. Press [▶] to display the following screen.
AUTO DISPLAY
DISABLE DISABLE

5. Press [▲] or [▼] to select "ENABLE".
AUTO DISPLAY
DISABLE ENABLE

6. Press [ENTER] to confirm your entry.

7. Press [MENU] to return to the original screen.

Default setting: "DISABLE"

MEMO

Managing the Operations Appropriately and Efficiently
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Printing the Amount of Remaining Media

This prints the amount of media remaining, which is displayed on the top menu.

Use this when you want to make a record of the remaining length of the media currently in use. Printing
the amount of media remaining before you change the media enables you to refer to the printed record
and use the value to make the setting for the remaining amount the next time you use the media.

Note, however, that if you continue printing, the next printing operation will start on top of the portion
where the amount of remaining media is printed. If you want to continue printing, separate the media be-
fore starting the next printing operation.

Procedure

1. Press [MENU].

2. Press [▼] several times to display the following screen.

MENU
SHEET REMAIN

3. Press [▶] to display the following screen.

SHEET REMAIN
PRINT MEMO

4. Press [ENTER].

Printing starts.

5. Press [MENU] to return to the original screen.

Managing the Operations Appropriately and Efficiently
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Determining What Happens When Ink Runs Out

This menu lets you determine the operation that takes place when an ink cartridge becomes empty during
printing. The print quality will be affected by the selected operation.

Procedure

1. Press [MENU].

2. Press [▼] several times to display the following screen.

MENU
SUB MENU

3. Press [▶].

4. Press [▼] several times to display the following screen.

SUB MENU
INK CONTROL

5. Press [▶] twice to display the screen shown below.

EMPTY MODE
 STOP   CONT.

6. Press [▲] or [▼] to select an item.

"EMPTY MODE" Description

"STOP" (Default settings) Printing is paused immediately when an ink cartridge becomes empty.
Printing pauses, so colors may be uneven. To prevent uneven colors, ensure that a
sufficient amount of ink remains before you begin printing.

"CONT" A buzzer sounds when an ink cartridge becomes empty. Printing continues until all
the data that this machine has received is printed. In this case, it is also possible
to press [PAUSE] and pause printing.

7. Press [ENTER] to confirm your entry.

8. Press [MENU] to return to the original screen.

Managing the Operations Appropriately and Efficiently
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Setting the Activation Interval for Sleep Mode (Power-saving Feature)

This setting is used to set how long it should take until the machine goes into sleep mode (the state in
which the power-saving feature is working) when no print data is received and no operations are per-
formed for a continued length of time.

Procedure

1. Press [MENU].

2. Press [▼] several times to display the following screen.

MENU
SUB MENU

3. Press [▶].

4. Press [▼] several times to display the following screen.

SUB MENU
SLEEP

5. Press [▶] twice to display the screen shown below.

INTERVAL
 15min   15min

6. Press [▲] or [▼] to set the time.

7. Press [ENTER] to confirm your entry.

8. Press [MENU] to return to the original screen.

• Default setting: 30 Minutes

MEMO
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Setting the Menu Language and Units of Measurement

This feature sets the language and units of measurement displayed on the display screen of the operation
panel.

Procedure

1. Hold down [MENU] and switch on the sub power.

2. Press [▲] or [▼] to select the display (menu) language.

MENU LANGUAGE
ENGLISH

3. Press [ENTER] to confirm your entry.

4. Press [▲] or [▼] to select the measurement unit for length.

LENGTH UNIT
   mm    INCH

5. Press [ENTER] to confirm your entry.

6. Press [▲] or [▼] to select the measurement unit for temperature.

TEMP. UNIT
   C F
。 。

7. Press [ENTER] to confirm your entry.

Default settings

• "MENU LANGUAGE": ENGLISH
• "LENGTH UNIT": mm
• "TEMP UNIT": °C

MEMO

Managing the Basic Settings of the Printer
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Viewing System Information

This is a method for viewing system information of this machine, such as serial number and ink type.

Procedure

1. Press [MENU].

2. Press [▼] several times to display the following screen.

MENU
SYSTEM INFO.

You can check the following information:

• "MODEL": Model name

• "SERIAL NO.": Serial number

• "INK": Ink type

• "FIRMWARE": Firmware version

• "NETWORK": Network settings such as the IP address

XXX.XXX.XXX.XXX

SUBNET MASK
XXX.XXX.XXX.XXX

IP ADDRESS
XXX.XXX.XXX.XXX

MAC ADDRESS
XXXXXXXXXXXX

XXX.XXX.XXX.XXX

SUBNET MASK
XXX.XXX.XXX.XXX

IP ADDRESS
XXX.XXX.XXX.XXX

NETWORK
MAC ADDRESS

NETWORK

NETWORK
SUBNET MASK

NETWORK
IP ADDRESS

DHCP

FIRMWARE
Ver. X.XX

INK
XXXX XXXX XXXX

XXXXXXX

MODEL
XX-XXX

MENU

NETWORK
DHCP

(*1)

(*1)

These are displayed when DHCP is disabled.

• For information on how to set up a network, see the "Setup Guide."

MEMO

 RELATED LINKS 

・ Setup Guide

Managing the Basic Settings of the Printer
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Returning All Settings to Factory Defaults

This menu returns all settings to the same as their factory defaults.

The settings for "MENU LANGUAGE", "LENGTH UNIT", and "TEMP UNIT" are not returned to their factory de-
fault values.

Procedure

1. Press [MENU].

2. Press [▼] several times to display the following screen.

MENU
SUB MENU

3. Press [▶] once, and then press [▼] several times to display the screen shown below.

SUB MENU
FACTORY DEFAULT

4. Press [ENTER] to confirm your entry.

Managing the Basic Settings of the Printer
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문제 해결 방법
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인쇄 품질 문제
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Do the print heads cause dot drop-out?

Carry out a printing test and make sure no dot drop-out or dot displacement occurs.

If dot drop-out or dot displacement is present, perform head cleaning. For details on printing tests and
head cleaning, see the following items in the "User's Manual, Maintenance Edition."

• Perform a printing test.

• Normal Cleaning Method

• When Normal Cleaning Is Not Effective

RELATED LINKS

・ User's Manual, Maintenance Edition

Is the print head height appropriate?

Printing when the "HEAD HEIGHT" menu item is set to "HIGH" is coarser than when set to "LOW". Keep this
set to "LOW" except when changing it is necessary, such as when you are using thick media.

 RELATED LINKS 

・ P. 11 Adjusting Print Head Height to Match Media Thickness

Have you carried out feed correction?

Large misalignment in the amount of feed of the media may result in printing that seems coarse or con-
tains horizontal bands. Either make the setting in the software RIP to match the type of media you are
using, or make the setting for correction on the printer.

 RELATED LINKS 

・ P. 9 Reducing Horizontal Bands (Feed Correction Function)

Have you carried out ink landing position correction "MEDIA GAP ADJ."?

The optimal adjustment value varies depending on the thickness of the media. Set an adjustment value
that is suitable for the media.

 RELATED LINKS 

・ P. 6 Adjusting Ink Landing Misalignment

Is the printer installed in a level and stable location?

Never install the machine in a location where it is tilted or where it may wobble or experience vibration.
Also make sure that the print heads are not exposed to moving air. These factors may lead to dot drop-out
or reduced printing quality.

Printed results are coarse or contain horizontal
stripes
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Is the media heating system at a suitable temperature?

If the ink forms lumps or smudges, raise the temperature of the media heating system. Note, however,
that a temperature that is too high may degrade the media or cause it to wrinkle.

 RELATED LINKS 

・  P. 29 Setting the Print Heater Temperature

・  P. 30 Setting the Dryer Temperature

Is the temperature of the room too low?

The media heating system may not warm up sufficiently when the ambient temperature is less than 15°C
(59°F). Also, even when the media heating system reaches its set temperatures, adequate effectiveness
may not be apparent if the media is thoroughly chilled. Before printing, allow the media to come to room
temperature.

Is the print mode suitable?

If attractive printing is impossible, try using a higher-quality print mode. Depending on the media, smudg-
ing may occur when using a high-quality print mode, and results may also vary greatly depending on the
settings of your software RIP (such as the color-profile selection). Select settings appropriate for the me-
dia you are using.

Is the media loaded correctly?

If the media is not loaded correctly or the media feed is not smooth, printing may be adversely affected.
Load the media correctly.

For details on setting up the media, see the "User's Manual, Basic Edition."

 RELATED LINKS 

・ User's Manual, Basic Edition

Are the settings for the "PRESET" menu item appropriate?

If the settings selected with the "PRESET" menu item are not suitable for the type of media, printing may
be adversely affected. Choose settings optimized for the media you are using.

 RELATED LINKS 

・  P. 39 Using Presets

Printed results are coarse or contain horizontal stripes
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Do the print heads come into contact with the media?

The height of the print heads may be too low. Also, if the media is not loaded and set up correctly, it may
wrinkle or come loose and contact the print heads.

For details on setting up the media, see the "User's Manual, Basic Edition."

 RELATED LINKS 

・ User's Manual, Basic Edition

Are the print heads dirty?

The following may cause ink to drip on the media during printing.

• Buildup of fibrous dust (lint) around the heads

• Ink transferred to the heads due to rubbing against the media

If this happens, perform manual cleaning. We recommend carrying out periodic head cleaning.

• Too low humidity

Use the machine in an environment of 35 to 80% RH (no condensation).

For details on manual cleaning, see the "User's Manual, Maintenance Edition."

 RELATED LINKS 

・ User's Manual, Maintenance Edition

Are the pinch rollers or the media clamps dirty?

Periodically clean them.

For details on cleaning the machine, see the "User's Manual, Maintenance Edition."

 RELATED LINKS 

・ User's Manual, Maintenance Edition

The media becomes soiled when printed
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Did you shake the ink cartridges before installing them?

Before installing a new ink cartridge, be sure to shake it gently.

Is the media wrinkled?

If the media is wrinkled and comes loose from the platen, colors may be uneven or the printing quality
may suffer.

For details on setting up the media, see the "User's Manual, Basic Edition."

 RELATED LINKS 

・ User's Manual, Basic Edition

Was printing paused partway through?

When printing is paused, the coloring at the seam may be altered when printing resumes. Avoid pausing
printing. Before you perform lengthy printing, check the amount of ink remaining. Printing may also pause
when data is not sent from the computer quickly enough. We recommend not performing any other tasks
with the computer while printing is in progress.

Is the printer installed in a level and stable location?

Never install the machine in a location where it is tilted or where it may wobble or experience vibration.
Also make sure that the print heads are not exposed to moving air. These factors may lead to dot drop-out
or reduced printing quality.

Is the media loaded correctly?

If the media is not loaded correctly or the media feed is not smooth, printing may be adversely affected.
Load the media correctly.

For details on setting up the media, see the "User's Manual, Basic Edition."

 RELATED LINKS 

・ User's Manual, Basic Edition

Are the operating parameters set to appropriate values?

Depending on the setting for the "FULL WIDTH S" menu item, uneven colors may occur. If the settings have
been changed, try restoring them to their default values.

 RELATED LINKS 

Colors are unstable or uneven
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・  P. 44 Speeding Up Output for Narrow Media

Are the settings for the "PRESET" menu item appropriate?

If the settings selected with the "PRESET" menu item are not suitable for the type of media, printing may
be adversely affected. Choose settings optimized for the media you are using.

 RELATED LINKS 

・  P. 39 Using Presets

Colors are unstable or uneven
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Is the media loaded and set up straight and securely?

Feeding is not smooth when the media is not straight or is tensioned unevenly on the left and right. Reload
the media.

For details on setting up the media, see the "User's Manual, Basic Edition."

 RELATED LINKS 

・ User's Manual, Basic Edition

Was loaded media allowed to stand for some time?

Media may wrinkle if it is heated for an extended time. When printing ends, switch off the sub power and
remove the media.

Are the media clamps installed?

When you are performing printing, be sure to install the media clamps.

Was the media loaded while the print heater and dryer were hot?

Loading media after the print heater and dryer have turned on and warmed up causes the temperature of
the media to rise suddenly, which may cause the media to wrinkle during printing. Before loading media,
switch off the sub power and allow the platen and apron to cool.

Are the temperatures of the print heater and dryer too high?

Set the temperatures to suitable values for the type of media.

Is the humidity of the room too high?

Use the machine in an environment of 35 to 80%RH (no condensation).

Is the media sagging?

If sagging media is used, it may come out wrinkled.

Media Wrinkles or Shrinks
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Is the media loaded and set up straight and securely?

Feeding is not smooth when the media is not straight or is tensioned unevenly on the left and right. Reload
the media.

For details on setting up the media, see the "User's Manual, Basic Edition."

 RELATED LINKS 

・ User's Manual, Basic Edition

Media Feeding Is Not Straight
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Is some other object coming into contact with the media?

Make sure the media does not touch anything else. This may affect output, even when the feed appears to
be smooth.

For details on setting up the media, see the "User's Manual, Basic Edition."

 RELATED LINKS 

・ User's Manual, Basic Edition

Is the media too thick?

Media that is too thick may not only cause an unstable feed but may scrape the print heads, resulting in a
malfunction. Never use such media.

Are the grit rollers dirty?

Check to make sure the grit rollers are free of buildup of foreign material such as media scraps.

For details on cleaning the machine, see the "User's Manual, Maintenance Edition."

 RELATED LINKS 

・ User's Manual, Maintenance Edition

Media Feeding Is Not Smooth
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Is an error message displayed?

If an error message is displayed because the media has jammed, immediately correct the problem. Doing
so may damage the print heads.

 RELATED LINKS 

・  P. 85 "MOTOR ERROR TURN POWER OFF"

Is the media warped or wrinkled?

Many factors can cause warping or wrinkling. Refer to the following and correct the problem.

 RELATED LINKS 

・  P. 67 Media Wrinkles or Shrinks

Is the height of the print heads too low?

If the media jams, set the print heads to the "HIGH" position. Media may inevitably warp or wrinkle slight-
ly, so adjust the height of the print heads to take this into account.

 RELATED LINKS 

・  P. 11 Adjusting Print Head Height to Match Media Thickness

Are the grit rollers dirty?

Check to make sure the grit rollers are free of buildup of foreign material such as media scraps.

For details on cleaning the machine, see the "User's Manual, Maintenance Edition."

 RELATED LINKS 

・ User's Manual, Maintenance Edition

Are the media clamps installed?

When you are performing printing, be sure to install the media clamps.

Is the media loaded and set up straight and securely?

Feeding is not smooth when the media is not straight or is tensioned unevenly on the left and right. Reload
the media.

For details on setting up the media, see the "User's Manual, Basic Edition."

 RELATED LINKS 

・ User's Manual, Basic Edition

A Media Jam Occurs!
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Is some other object coming into contact with the media?

Make sure the media does not touch anything else. This may affect output, even when the feed appears to
be smooth.

For details on setting up the media, see the "User's Manual, Basic Edition."

 RELATED LINKS 

・ User's Manual, Basic Edition

Is the media too thick?

Media that is too thick may not only cause an unstable feed but may scrape the print heads, resulting in a
malfunction. Never use such media.

A Media Jam Occurs!
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If the print-head carriage stops over the platen, take action immediately to prevent the heads from drying
out.

What to Do First

Switch the sub power off and then back on again. If the media is jammed, also remove the media.

If the print heads move to the home position (inside the right cover), it means the operation has ended
successfully.

If the Print Heads Still Do Not Move

Switch off the sub power, followed by the main power. Then, switch on the main power again, followed by
the sub power.

If the Print Heads Still Do Not Move

If the heads still do not move, carry out the following emergency response measure, and then contact your
authorized dealer.

Procedure

1. Switch off the sub power, followed by the main power. Then, open the front cover.

2. Open the right cover.

3. Gently move the print-head carriage to the home position by hand.

The Print Heads Do Not Move
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Stopping at the place where the audible click is heard locks the print-head carriage in place.

4. Gently apply pressure from the right side to make sure the print-head carriage does not move to the left.

If the print-head carriage moves to the left, again move it slowly by applying pressure from the
left side and make sure it locks in place.

The Print Heads Do Not Move
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Is the power switched on?

Switch on the printer's main power, and then press the sub power switch and make sure the sub power
switch lights.

For details on switching the power on, see the "User's Manual, Basic Edition."

 RELATED LINKS 

・ User's Manual, Basic Edition

Is [SETUP] lit?

Output is not performed when [SETUP] is not lit. After loading the media, lower the loading lever, and
then press [ENTER]. For details on starting output, see the "User's Manual, Basic Edition."

 RELATED LINKS 

・ User's Manual, Basic Edition

Are any covers open?

Close the front, left, and right covers.

Is the top menu displayed?

Top menu

W 1600mm

If the top menu isn't displayed, output doesn't start even when data is sent from the computer. To go to
the top menu, press [MENU].

For details on starting output, see the "User's Manual, Basic Edition."

 RELATED LINKS 

・ User's Manual, Basic Edition

Is [PAUSE] lit?

When [PAUSE] is lit, operation is paused. To resume, press [PAUSE]. [PAUSE] turns off and output resumes.

For details on pausing and canceling output, see the "User's Manual, Basic Edition."

 RELATED LINKS 

・ User's Manual, Basic Edition

Is a message displayed on the screen?

Follow the prompts and take action accordingly.

The printer unit does not run
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 RELATED LINKS 

・  P. 80 Messages

・  P. 84 Error Messages

Are the cables connected?

Connect the cables securely.

For details on cable connections, see the "Setup Guide."

 RELATED LINKS 

・ Setup Guide

Is the LAN routing appropriate?

Check whether or not the network routing is appropriate. Try connecting the computer and the machine to
the same hub or connecting them directly using a cable. If this makes it possible to perform output, it
means the problem may be in the network itself.

Are the LAN settings correct?

If the cable connections are secure and no problem is found in the network itself, make sure that the IP
address and other such settings are appropriate. The settings on both the machine and the computer must
be appropriate. Redo the settings, checking to ensure that the IP address does not conflict with the IP ad-
dress for another device on the network, that the port setting for the software RIP specifies the IP address
set on the machine, that the settings have no typing errors, and for other such problems.

For details on the LAN settings, see the "Setup Guide."

 RELATED LINKS 

・  P. 57 Viewing System Information

・ Setup Guide

Did the software RIP end abnormally?

Make sure the software RIP is running correctly, and then switch the sub power switch off and back on.

 RELATED LINKS 

・ VersaWorks manual

Has the ink run out?

• Operation panel screen display

 1■■2■■3■■4■■
 5■■6■■7  8

• Ink cartridge LED displays

The printer unit does not run
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When the screen shown in the figure is displayed, output data cannot be accepted. The error can be re-
solved by replacing the ink cartridge with a new one. If there is data that has not yet been output remain-
ing in the machine, output resumes. If there is unsent data in the computer, output resumes when the da-
ta is resent.

For details on how to replace ink, see the "User's Manual, Basic Edition."

 RELATED LINKS 

・  P. 80 "K _ 2 ■ 3 ■ 4 ■ 5■ 6 ■ 7 ■ 8 ■"

・ User's Manual, Basic Edition

The printer unit does not run

Machine Problems 77

https://downloadcenter.rolanddg.com/contents/manuals/ER-642_USE1_EN/index.html


Is the separating knife installed?

If the separating knife is not installed, you cannot separate the media.

For details on separating knife replacement, see the "User's Manual, Maintenance Edition."

 RELATED LINKS 

・ User's Manual, Maintenance Edition

Cannot Separate the Media
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These are the main messages that appear on the machine's display to prompt correct operation. They do
not indicate any error. Follow the prompts and take action accordingly.

"K _ 2 ■ 3 ■ 4 ■ 5■ 6 ■ 7 ■ 8 ■"

Only a small amount of ink remains.

Replace the ink cartridge indicated by the flashing number with a new cartridge.

"CLOSE FRONT COVER"

The front cover is open. For safety, some carriage operations are limited while a cover is open.

Close the front cover.

"CLOSE COVER L"

The left cover is open. For safety, some carriage operations are limited while a cover is open.

Close the left cover.

"CLOSE COVER R"

The right cover is open. For safety, some carriage operations are limited while a cover is open.

Close the right cover.

"CLOSE THE COVER"

The front, left, or right cover is open. For safety, some carriage operations are limited while a cover is
open.

Close the front, left, and right covers.

"SET CARTRIDGE 12345678"

An ink cartridge has not been inserted.

Insert the ink cartridge indicated by the flashing number.

"REMOVE CARTRIDGE 12345678"

An unnecessary ink cartridge has been inserted.

Remove the ink cartridge indicated by the flashing number.

"SHEET NOT LOADED SETUP SHEET"

This message appears when an attempt to perform a printing test was made while no media was load-
ed.

Set up the media.

Messages
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"END OF THE SHEET"

The trailing edge of the media was detected during operation.

Press any key on the operation panel to clear the message. Load new media.

"INSTALL DRAIN BOTTLE"

Check whether the drain bottle is installed correctly.

Install the drain bottle, and then press [ENTER].

For details on installing the drain bottle, see the "User's Manual, Maintenance Edition."

 RELATED LINKS 

・ User's Manual, Maintenance Edition

"EMPTY DRAIN BOTTLE"

This message appears when a certain amount of discharged fluid collects in the drain bottle.

Discard the discharged fluid in the bottle.

For details on discharged fluid disposal, see the "User's Manual, Maintenance Edition."

 RELATED LINKS 

・ User's Manual, Maintenance Edition

"TIME FOR MAINTENANCE"

The machine is in a state in which it is recommended to perform manual cleaning.

The user attempted to print after a length of time exceeding the threshold had passed since manual clean-
ing was last performed. Press [ENTER] to clear the message, and then perform manual cleaning.

For details on how to perform manual cleaning, see the "User's Manual, Maintenance Edition."

 RELATED LINKS 

・ User's Manual, Maintenance Edition

"MAINTENANCE REQUIRED"

The machine is in a state in which manual cleaning should be performed.

The user attempted to print after a length of time exceeding the threshold had passed since manual clean-
ing was last performed. Press [ENTER] to clear the message, and then perform manual cleaning.

For details on manual cleaning, see the "User's Manual, Maintenance Edition."

 RELATED LINKS 

・ User's Manual, Maintenance Edition

"TIME FOR WIPER REPLACE"

It is time to replace the wipers.

Messages
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After verifying the message, press [ENTER], and then replace the wiper.

For details on wiper replacement, see the "User's Manual, Maintenance Edition."

 RELATED LINKS 

・ User's Manual, Maintenance Edition

"TIME FOR WIPER CLEANER REPLACE"

It is time to replace the wiper cleaner.

After verifying the message, press [ENTER], and then replace the wiper cleaner.

For details on wiper cleaner replacement, see the "User's Manual, Maintenance Edition."

 RELATED LINKS 

・ User's Manual, Maintenance Edition

"MAINTENANCE REPLACE CAP"

It is time to replace the print head caps.

After verifying the message, press [ENTER], and then replace the print head caps.

For details on print head cap replacement, see the "User's Manual, Maintenance Edition."

 RELATED LINKS 

・ User's Manual, Maintenance Edition

"TIME FOR FL SPONGE REPLACE"

It is time to replace the flushing sponge.

After verifying the message, press [ENTER], and then replace the flushing sponge.

For details on flushing sponge replacement, see the "User's Manual, Maintenance Edition."

 RELATED LINKS 

・ User's Manual, Maintenance Edition

"OPERATION OF THE TU STOPPED"

This message appears and the take-up unit stops when it is not possible to detect the position of the
dancer roller for a continuous length of time during media feeding or pull back.

Press [ENTER] to clear the message. Check whether the take-up unit has been set correctly.

For details on take-up unit settings, see the "User's Manual, Basic Edition."

 RELATED LINKS 

・ User's Manual, Basic Edition

Messages
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"PRESS THE POWER KEY TO CLEAN"

This message appears when:

• An ink cartridge is empty or an ink cartridge has not been inserted.

• The machine has not been used for approximately a month.

Check the ink cartridges. Switch on the sub power once a month.

For details on checking the ink cartridges, see the "User's Manual, Basic Edition." For details on measures
when the printer is not in use for a prolonged period, see the "User's Manual, Maintenance Edition."

 RELATED LINKS 

・ User's Manual, Basic Edition

・ User's Manual, Maintenance Edition

Messages
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This section describes the error messages that may appear on the machine's display, and how to take ac-
tion to remedy the problem. If the action described here does not correct the problem or if an error mes-
sage not described here appears, contact your authorized Roland DG Corporation dealer.

"WRONG CARTRIDGE 12345678"

Has an ink cartridge that cannot be used been installed?

Remove the ink cartridge to clear the error. Use an ink cartridge of the specified type.

"DATA ERROR CANCELING..."

Output was stopped because a problem was found in the received data.

Operation cannot be continued. Completing the data cancellation will clear the message. Check for a
problem with the connector cable or the computer, or if the printer data has any defects (a color is desig-
nated that cannot be output, etc.). Once the problem or defect has been corrected, send the data again.

"SHEET TOO SMALL CONTINUE?"

The size of the data is larger than the printing area of the loaded media

To continue performing output without correcting this, press [ENTER]. At this time, the portion extending
beyond the printing area is not output. To stop output, stop sending data from the computer, and then
raise the loading lever. Make the printing area wider, for example, by replacing the media with a larger
piece of media, and then send the data again.

"SHEET SET ERROR SET AGAIN"

"SHEET TYPE" is set to "OPAQUE", but transparent media was loaded.

Raise the loading lever, set "SHEET TYPE" to "CLEAR", and then reload the media. Lower the loading lever,
and then press [ENTER].

For details on setting up the media, see the "User's Manual, Basic Edition."

 RELATED LINKS 

・  P. 13  Set the media type to "CLEAR".

・ User's Manual, Basic Edition

"SET HEAD HEIGHT TO ****"

Is the height of the print heads lower than the height specified in the software RIP?

This warning indicates that the height of the print heads is too low for the head height specified in the
software RIP. The print heads move to a location where you can operate the height-adjustment lever. Ad-
just to the displayed height, and then press [ENTER].

 RELATED LINKS 

・  P. 11 Adjusting Print Head Height to Match Media Thickness
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"PINCHROLL ERROR LOWER PINCHROLL"

This message appears when the loading lever was raised during initialization or after the media was
loaded.

Press any key to clear the error. Alternatively, the error is cleared automatically after a short wait. Never
move the loading lever while output is in progress.

"TEMPERATURE IS TOO LOW **ﾟC"

The temperature of the location where the machine is installed has fallen below the ambient temper-
ature at which the machine can operate.

Operation cannot be continued. Turn off the sub power. The displayed temperature is the current ambient
temperature of the installation location. Bring the installed location to a temperature at which operation
is possible (20 to 32°C [68 to 89.6°F]), allow the machine to come to room temperature, and then turn on
the power.

"TEMPERATURE IS TOO HIGH **ﾟC"

The temperature of the location where the machine is installed has risen above the ambient tempera-
ture at which the machine can operate.

Operation cannot be continued. Turn off the sub power. The displayed temperature is the current ambient
temperature of the installation location. Bring the installed location to a temperature at which operation
is possible (20 to 32°C [68 to 89.6°F]), allow the machine to come to room temperature, and then turn on
the power.

"AVOIDING DRY-UP TURN POWER OFF"

The print heads were forced to the home position to prevent them from drying out.

Operation cannot be continued. Switch the sub power off, and then back on.

"CANCELED FOR PUMP PROTECTION"

The printer made an emergency stop because an error continued for 10 minutes or longer while
cleaning (normal, medium, powerful, light choke, or automatic cleaning while sub power was switched
off) was in progress or during the first ink filling procedure for the machine.

Operation cannot be continued. Switch the sub power off, and then back on.

"TU CONNECT ERROR TURN POWER ON"

This message appears when an error such as the connection being lost during take-up unit setup oc-
curs.

Operation cannot be continued. Switch off the sub power, followed by the main power. Check that the
take-up unit is properly connected, and then once more switch on the main power, followed by the sub
power.

"MOTOR ERROR TURN POWER OFF"

A motor error occurred.

Operation cannot be continued. Turn off the sub power. Next, eliminate the cause of the error, then imme-
diately switch on the sub power. If the machine is allowed to stand with the error uncorrected, the print
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heads may dry out and become damaged. This error may be caused by such factors as a mistake in loading
the media, a media jam, or an operation that pulls the media with excessive force.

The media has jammed.

Carefully remove the jammed media. The print heads may also be damaged. Perform head cleaning, and
then perform a printing test and check the results.

Has the media been pulled with excessive force?

Excessive tension was applied to the media, and additional action is necessary to recover from this state.
First, raise the loading lever and adjust the media to create a small amount of slack, and then switch on
the sub power.

"SERVICE CALL ****"

An unrecoverable error occurred or part replacement that must be performed by a service technician
is required.

Note the number displayed, and then switch off the sub power. After you switch off the power, inform your
authorized Roland DG Corporation dealer of the number that appeared on the display.
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