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	메시지
	 When output, cleaning, and other operations are completed, discard the discharged fluid.
	 The time for manual cleaning has arrived.
	 The time for wiper replacement has arrived.
	 The time for cap replacement has arrived.
	 The time for wiper cleaner replacement has arrived.
	 The time for UV mist filter replacement has arrived.
	 The time for flushing sponge replacement has arrived.
	 Print head protection mode has activated.
	 Replace the cleaning liquid pouch.
	 Install the cleaning liquid pouch.
	 Remaining cleaning liquid level low.
	 The time for ink mixing has arrived.
	 Operation of the take-up unit stopped.
	 Place the middle pinch rollers over all the grit rollers.
	 Install the media clamps correctly.
	 Media clamps could not be detected.
	 The LAN cable is not connected.
	 Connection is requiring too much time. Manually setting the IP address will improve the connection speed.
	 There is ink that has expired.
	 The media could not be detected automatically. Manually set the printing area.

	오류 메시지
	 Ink Cartridge Error
	 Cover Open Error
	 Media End Error
	 Pinch Lever Error
	 Media Loading Error
	 Drain Bottle Error
	 Crop Mark Detection Error
	 Unable to Fill Wiper Cleaning Liquid
	 Pinch Roller Error
	 Print Head Height Mismatch
	 Insufficient Media Width
	 Motor Error
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